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DELTA-MIG AIR-COOLED
ORDERING INSTRUCTIONS FOR CONNECTOR KITS
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www.binzel-abicor.com

ABICOR BINZEL USA, Inc.
650 Medimmune Ct., Suite 110
Frederick, MD 21703-8619
Phone: 1.800.542.4867
Fax: 1.301.846.4497
Email: customerservice@abicorusa.com

Binzel, S.A. de C. V.
M. Pabellon de Arteaga 102
20358 San Fco, De los Roma, Ags. MX
Phone: +52(499) 973.0133
Fax: +52(499) 973.1388
Email: info@binzel.com.mx

Item

CK - Connector kit

Torch Model

D - DELTA

Liner Type

L - Large (Accepts SI4 series liners)

* Only available with feeder options L (Lincoln), L1 (Lincoln 10) and Miller.
** Only available with feeder option M (Miller).

CK  D  L - M           DS

Item Torch Model Liner Type Feeder Model

Feeder Model

M - Miller internal gas
E - Euro
L - Lincoln 7 style external gas
L1 - Lincoln 10 style
L2 - Lincoln Powermig style
HT - Hobart/Tweco 5/8” internal gas

Options

     Options

  * DS - Dual schedule 4 wire
** DS 1 - Dual schedule 3 wire


